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©7" Color Full Touch Screen, Graphical Display

OEffortlessly Interchangeable Modules Swapped in Seconds without Tools
ODurable Premium Peltier Element. Ensure Long Life and High Quality
Olarge Storage of 10,000 Programs on Board Enhancing Friendly Operation
OUpdate Software through USB Flash Drive

©OOutstanding Block Temperature Uniformity Ensuring Best Possible Experimental Results

OGlobal Adaptable Switch Power(85V-265V), Increasing Safety & Reliability Level




Model A100 A200

96 Module: 96wellsx0.2ml 96 Module: 96wells x0.2ml
9677 Module: 96wells x 0.2ml+77wells x 0.5ml 9677 Module: 96wells x 0.2ml+77wells x 0.5ml
. 48 Module: 48wells x0.2ml+48wells x 0.5ml 48 Module: 48wells x 0.2ml+48wells x 0.5ml
Optional Module
384 Module: 384wells Multi-purpose Module: 9677 Module + In-situ Adapter

Multi-purpose Module: 9677 Module + In—situ Adapter

Display 7" Color Touch Screen, graphical display of protocols and running status

USB Flash Drive Unlimited storage of protocols with USB flash drive
TEMPERATURE
Max. Heating Rate 3.6C/s
Temperature Uniformity < +0.2°C (at95C)

Display Resolution

Ramping Rate Adjustable

GRADIENT

Column Uniformity /

< +0.3°C (at95°C)

Temp. Differential Range Max. 30°C

HEATED LID
Open Method Innovative TOP-OPEN™ technology realizes most easy lid—open
Auto Shut-Off

SOFTWARE

Max. Step 30 Steps, multiple nesting cycle available

Time & Temp. Increment / Decrement Yes, available for Long PCR & Touchdown PCR
Multi—user Log in With password—based authentication, prevent from viewing, copy and alteration of protocols by others

Hold at 4°C Yes, an infinite incubation time at low temperature for overnight working
Running Report Yes, provide precise data support for analyzing of experimental results

OTHER FEATURES

Approvals 1ISO 9001:2000, CE
Net Weight 7.3kgs
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